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1.  Put the tabletop on the ground upside 
down. Use the packing material to protect 
the tabletop’s surface.

contents

1 x tabletop
4 x bench
4 x bench hook
16 x bolts M8
16 x spring locks
4 x legs
1 x central cube
1 x stainless steel disk
8 x long bolts M10
8 x short bolts M10
8 x nuts M10
8 x flat washers
optional: ground anchoring
optional: backrests

2.   Put the four legs in place, with the welded 
plate facing the centre. Fasten the legs 
by means of the 8 long bolts and the flat 
washers. Do not tighten the bolts comple-
tely at this stage!

3.  Place the central cube in the middle of 
the table between the four legs. The cube 
must be positioned with the completely 
open side facing the tabletop. Fasten the 
cube to the legs using the 8 short bolts 
and nuts. The nuts must be put on the 
inside of the cube. Do not tighten the 
bolts completely at this stage! 

4.  Firmly tighten all long bolts M10 with 
the nuts M10.

5.  Firmly tighten all short bolts M10 with 
the nuts M10.

8.  Turn the table around and hang the 
benches at the desired height.

6.  Fix the bench hook to the bench by 
means of the M8 bolts and the spring 
locks. 

ATTENTION: don’t tighten the bolts yet!

7.  Turn the benches upside down and put 
them at the highest level (table top level). 
Make sure all the benches form an equal 
concentric circle and then tighten the 
bolts.

ATTENTION: if you wish to install the 
InUmbra parasol onto the  
table, use the therefore dedicated 
installation part that is 
included in the InUmbra.
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° To change the height of a bench, grab the 
bench with both hands and subsequently 
hook it in at the desired height between the 
two tubes of the leg. Make sure the bench is 
securely fixed and is hanging in a horizontal 
position. The slight movement you feel as 
you are sitting down, is the play necessary to 
remove the benches.

° The longer you use the benches, the tighter 
they will be fixed. To remove them, you will 
need to grab the bench at the metal frame 
and move it sideways a few times. This 
movement will slightly loosen the bench 
making it easy
 to unhook it. Never pull the wooden laths 
with full force.

° The middle of the tabletop is equipped 
with an opening to insert a parasol. If you 
do not use a parasol, the opening should be 
covered with the stainless steel disk supplied 
together with the table. 

maintenance

IROKO
° Iroko wood requires little or no 
maintenance. It can however be useful to 
remove persistent dirt using water and a 
(soft) brush. We strongly advise you not to 
use a high-pressure hose as this will roughen 
the wood’s smooth surface and irreparably 
damage the wood’s fibres. 

° If you want to maintain the wood’s natural 
colour, you should treat it with teak  
oil or with another colourless wood 
protection product (oil). Depending on 
the climate, this should be done once or 
twice a year.

° The table’s wood is untreated. If you leave 
like this, it will get a silver-grey patina. If 
you do not wish to obtain this effect, you 
can treat it with Iroko oil. This treatment 
maintains the wood’s flexibility but is not 

necessary: it is up to you to decide which 
effect you prefer. Bear in mind however that 
even with an oil treatment the colour of the 
wood will change under the influence of 
UV-light and moisture. To keep the surface 
nice and smooth, we advise you to slightly 
sand the wood every year. 

IMPORTANT!
° Wood is a living matter and, in spite of 
the superior quality provided by Iroko, it 
constantly has to adapt to extreme changes 
in temperature and humidity. Due to 
internal stress resulting from these constant 
adaptations the wood “warps”. This warping 
can among other things lead to cracking. 
Colour and structure changes can also 
appear. These characteristics are typical of 
the material and by choosing this material 
you accept them. 

GALVANISED LEGS + BENCHES
° Hot dip galvanisation is the most durable 
way of protecting metal against rusting. If 
the zinc coating is damaged, the exposed 
metal can rust. This can easily be touched 
up with zinc paint that automatically has 
the same colour and is generally available 
in shops. 

° Galvanisation is a thermal process that can 
slightly deform the material. Consequently, 
the benches will always present slight 
differences in height when they are all 
put at their highest position. Other metal 
protection methods do not have this 
disadvantage, but the quality they offer 
is insufficient. As using the table in this 
enlarged state is only one of its possible uses, 
we have opted for the most reliable solution.

 BOLTS GARGANTUA
° When the bancs are put in the highest 
position, there can be an uneven movement 
between the bench and the table. You 
can rectify this through the bolts at the 
underside of the bench, this way, the 
distance between the bench and the table 
will be similar everywhere. At the side where 
the movement is the smallest, you tighten 
the bolt until the movement between the 

bench and the table is similar everywhere. 
Now, you tighten the nuts which are on the 
bolts, so the bolts can no longer untighten.

TABLETOP
° The rustproof steel plate is a high-quality 
polished plate protected by a self-adhesive 
PVC film that must be removed. The surface 
will inevitably get scratched, even during 
normal use. Mayor scratches can be avoided 
by never moving uneven or rough objects 
over the table’s surface. 

° Stains can also appear, but most of them 
can be removed with generally available 
stainless steel cleaning products. After 
cleaning, but also immediately after the 
removal of the protective film and the rests 
of glue, you can apply a dirt-repelling film 
by spraying a silicon spray onto the plate 
and by spreading it out. Never put stainless 
steel in direct contact with metal as this can 
cause rusting.



Wood is a living matter and, in spite of 
the superior quality provided by Iroko, it 
constantly has to adapt to extreme changes 
in temperature and humidity. Due to 
internal stress resulting from these constant 
adaptations the wood “warps”. This warping 

can among other things lead to cracking. 
Colour and structure changes can also 
appear. These characteristics are typical of 
the material and by choosing this material 
you accept them. 

Cracks in the wood can simply be sanded by 
hand with sanding paper or a hand sanding 
machine. To protect the stainless steel 
surface, cover its edge with hard-wearing 
adhesive tape.

Use 80 grit sanding paper and start with the 
vertical part of the tabletop. Hold the hand 
sanding machine parallel to the table’s edge. 
Lightly sand the edge until smooth.

Now sand the tabletop. Make sure the hand 
sanding machine is held parallel to the 
tabletop. Do not limit the sanding to the 
damaged parts, but sand the entire tabletop 
to obtain a uniform result.

To avoid burrs, sand the top edge of the 
tabletop until smooth. Sand this part by 
hand. Upon removal of the burrs, you can, 
depending on the desired finish, treat the 
table with hardwood oil.

The table’s wood is untreated. If you leave 
like this, it will get a silver-grey patina. If 
you do not wish to obtain this effect, you 
can treat it with Iroko oil. This treatment 
maintains the wood’s flexibility but is not 
necessary: it is up to you to decide which 

effect you prefer. Bear in mind however that 
even with an oil treatment the colour of the 
wood will change under the influence of 
UV-light and moisture. To keep the surface 
nice and smooth, we advise you to slightly 
sand the wood every year. 
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Insert the anchoring plate in the table leg 
groove on the inside of the table leg and 
fasten it to the ground. Use the fixing media 
most suited to the type of ground on which 
you intend to install the table.

Repeat these operations for the other three 
table legs.

floor fastening
available as an option.

contents
4 anchoring plates

1 + 2. Insert the two clips (per backrest) 
between the third and the fourth plank, 
with its opening pointing towards the floor.

3. Hold the backrest so that the holes in the 
flat parts are situated just below the holes 
in the clips. Two people are needed for this 
part of the assembly.

backrest assembly

4. Put the bolts through the hole in the 
backrest and tighten then in the clips.

5. Firmly tighten the bolts using the key of 
the assembly kit to prevent them 
from loosening spontaneously. Repeat these 
operations for every backrest.


